
TOUCH 512 / 1024

DIN-E 512 / 1024 / 2048

CQSA-E 1024 / PRO

CQSA & SLIM 512 / 1024

Tactile wall mounted DMX controller

Ethernet stand alone interface for DIN rails

Ethernet to DMX stand alone interface with LAN and 
Internet access

Versatile Stand Alone and easy to use wall 
mounted DMX interfaces

Sleek RGB/W/A and CTO colour wheel, brightness and 
Cool/Warm White selection 
1024 model controls up to 5 zones simultaneously
Rear plate compatible with European, American, and Asian 
mounting hardware

Remotely program light shows and update firmware
Command and configure with the Wi-Light 2 mobile app 
UDP protocol for 3rd party software triggers

1024 model controls up to 5 zones simultaneously
Micro SD card slot and internal memory for saving shows
Numerous triggers: RS232, smart contacts, infrared, Time clock
Durable mechanical buttons with pleasant blue LED

Numerous triggers: RS232, UDP, Ethernet, smart contact, 
infrared, Time clock 
2048 model controls up to 10 zones simultaneously
4 DMX ports for managing 1, 2 or 4 Universes
NODE, Art-Net/sACN to DMX  decoder for 4 universes

Explore more product features and 
possibilities at www.chromateq.com 

Free software and App download 
updates with no additional fees

CHROMATEQ

Architectural & Installation
Complete range of lighting controllers with a powerful stand alone mode

WEB REMOTE

WEB REMOTE

TOUCH PANEL

Lighting Control & DMX Solutions



www.chromateq.com - Contact   Support   Download

Free software and App download - no additional fees

PRONET-E PIXXEM-E 128 / 255

CLUB-E 1024LP128 / 512

Ethernet interface that unlocks all software options Ethernet interface for large projects

New Ethernet to DMX interface easily connects
to LAN networks

Cost-effective USB to DMX interfaces for small 
lighting projects

Unlocks 16 Universes of Art-Net or sACN
24h Audio and Video timeline
Unlocks 64 Universes when connected to PIXXEM pixel 
mapping software
Enables Midi Time Clock, PC Clock & Calendar, 
and Timeline Live record features

2 Universes of DMX and Art-Net or sACN
Up to 128 interfaces connected to Local Networks
30 minutes Audio and Video timeline from software
NODE mode (Art-Net or sACN to DMX decoder)

128 or 512 channels of Live control or Stand Alone playback
Next scene button and Infrared Remote (optional)

Unlocks 64 Universes of Art-Net or sACN
Unlocks 128 or 255 Universes when connected to PIXXEM 
pixel mapping software
DVI resolution up to 1280 x 1024 (1,310,720 pixels)
Send Art-Net and sACN in unicast or broadcast or multicast

Web: www.chromateq.com
Email: info@chromateq.com
Phone: +33 952210755
Wechat: Chromateq
WhatsApp: +8613422062209
QQ: 2908265661

System Requirements: 
Windows, Mac OS, Linux (32 and 64 bits) 
2Ghz CPU (2 cores), 8 Gb RAM 
2Gb RAM graphic card (for 3D only) 
600 Mb disk, 1920x1080 screen resolution 
1 USB & Ethernet Port (for Art-Net & sACN)

Live and Entertainment
Complete range of lighting controllers coupled with powerful software

Lighting Control & DMX Solutions

Turn any computer into a powerful lighting control Centre


